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City of Boulder City
Public Works Department
Engineering Division

401 California Avenue
Boulder City, NV 89005
Main Line: (702) 293-9200
Email: pwengineering@bcnv.org
	
This checklist is provided for the convenience of our customers.  Complete and accurate plan submittals help speed the plan review process.  Attention to the completeness and accuracy of information at the beginning of the process generally leads to fewer delays and requests for revisions by City staff.  Please use the checklist to ensure your application includes all information necessary for a timely review of your plans.  

The plan review timeframe for this project type is 3 – 4 weeks

	
	
	
	
	

	
Part. 1
Applicant’s Responsibility
	
Applicants are responsible for submitting complete applications.
Incomplete applications will not be reviewed until all plans/documents have been submitted.

	
	

	
	
	
	
	

	Part. 2
Prerequisites 
	The following items must be completed before a plan submittal can be accepted for processing:


	q
	Appropriate zoning is currently in place for this proposed use
Contact Community Development at (702) 293-9262 for more information

	q
	Permanent Address assigned, including suite numbers [if applicable]

	q
	Approved Tentative Map [ or other entitlement, if applicable]

	q
	Approved Drainage [Hydrology] Study (if applicable)

	q
	Approved Traffic Study (if applicable)

	q
	Associated Civil Improvement Plans 
Include bonding estimate sheet if applicable
Include consolidated utility improvement plan for all existing and proposed utilities for the project

	q
	A Conditional Use Permit or Variance has been approved, if required

	q
	A Design Review or Planned Unit Development
Approved for this site.

	q
	Compliance with Planning Commission and/or City Council actions 
Related to this parcel and the associated conditions of development.

	
	
	
	

	
Part. 3
Applicable Codes
	
The project must meet the requirements of the City’s adopted codes, ordinances, regulations, and design and construction standards as follows:


	q
	American Association of State Highway and Transportation Officials: A Policy on Geometric Design of Highways and Streets, Roadside Design Guide, Guide for the Development of Bicycle Facilities, Guide for the Planning, Design, and Operation of Pedestrian Facilities, etc.

	q
	Accessibility Guidelines for Pedestrian Facilities in the Public Right-of-Way (PROWAG)

	q
	Uniform Design and Construction Standards for Potable Water Systems including City of Boulder City Addendum (UDACS), latest version

	q
	Design and Construction Standards for Wastewater Collection Systems including City of Boulder City Addendum (DCSWCS), latest version

	q
	Regional Transportation Commission of Southern Nevada Uniform Standard Drawings and Specification Latest Revisions

	q
	Clark County Regional Flood Control District Master Plan for Boulder City

	q
	Manual on Uniform Traffic Control Devices (MUTCD)

	q
	North American Vertical Datum of 1998 (NAVD88)

	q
	Southern Nevada Health District

	q
	National Electrical Code, with Southern Nevada Building Code Amendments, latest version

	q
	International Fire Code (IFC), International Building Code (IBC) and NFPA Standards including City of Boulder City Addendum, latest version

	q
	City of Boulder City Municipal Code


	
	
	
	

	
Part. 4
Submittal Package
	
All submittals are to be emailed to pwengineering@bcnv.org.

Including key words in the subject line such as “Initial Submittal – Address”; “Revision”, “Parcel #”, etc. will assist in faster processing.

We have a 40MB per email limit, so you may need to submit multiple emails or share your documents via Dropbox, OneDrive or other file-sharing site.

All design documents must be stamped/signed

Please provide the following items in your permit application package:


	
	q
	Completed Off-Site Improvement Plan Submittal Checklist

	
	q
	Civil Improvement Plans in PDF format and digitally signed by Professional Engineer
Note: there must be a sheet in the improvement plans showing all utilities on the same sheet in order to verify clearances for all public  and private utilities

	
	q
	Backup Documentation
Geotechnical Investigation Report with update letter, if applicable
Indicate concrete specifications and strength

	
	
	
	

	

Part. 5
Plan Contents
	Plans must contain the following minimum content requirements.  This list is not intended to be all inclusive of every detail required on a set of Off-Site Improvement plans.  Rather, it is provided to give an overview of the basic plan contents needed for the review of plan sets.  
See the State of Nevada 2020 Blue Book for more information
https://nvbpels.org/wp-content/uploads/2020/11/2020-BLUE-BOOK.pdf


	General
	q
	Cover Sheet
Provide project identification, address and site map
Indicate square footage of area involved
Indicate code editions used
Provide identification of all responsible design persons/firms
Indicate type of construction
Indicate electric service size(s)
Indicate water service size(s)
Indicate any deferred submittal documents
Indicate fire alarm system and fire sprinkler system, if applicable

	Civil
	q
	Site Plan
Include a dimensioned site plan
Indicate North arrow
Indicate all property lines and their dimensions
Indicate all new and existing structures
Indicate all setbacks
Indicate all streets and easements
Indicate all existing utility locations, proposed service routes and points of connection
Indicate pad elevations with reference to adjacent streets
Indicate drainage and grading information

	
	q
	Site Details
Include trash enclosures, parking areas, accessibility, wall details and screening methods for all ground-mounted mechanical equipment, if applicable

	
	q
	Wall Sections
Show dimension of all heights, materials of construction, non-related and fire-rated assemblies and fire-rated penetrations

	Storm Water Control
	q
	Storm Water Plan

	
	q
	Drainage Facilities Plan

	Water
	q
	Water Lateral Service Plan
Show all points of connection to water mains
Indicate size of lateral
Indicate size of meter
Indicate type of type on main used
Show water backflow device

	
	q
	Water Main Extension Plan
Indicate size of main

	Sewer
	q
	Sewer Lateral Service Plan
Show all points of connection to sewer mains
Show sewer cleanout on service laterals at property line
Show grease interceptor if applicable

	
	q
	Sewer Main Extension Plan
Indicate size of main(s)
Indicate location of manhole(s)
Indicate slope of main(s)

	Electrical
	q
	Electrical Plan
Indicate size and location of the main electrical service meter
Indicate points of connection to utilities
Indicate streetlights and meter pedestal for streetlights
Indicate transformer location, size, and number of services fed per transformer
Indicate all electric boxes
Indicate all conduit size(s) and cable size(s)

	Streets
	q
	Public Street Plan
Indicate street center line
Indicate ROW width
Indicate curb, gutter, and sidewalk dimensions
Provide street standard and street cross-section

	
	q
	Private Street Plan

	Landscape
	q
	Landscape and Irrigation Plan
Provide locations, quantities and sizes of all landscape material used, such as plant species, mulch types, boulders, turf and planter areas, earth contouring, detention facilities, fencing, hardscape and edging.
Provide an irrigation layout plan showing point of connection and location of backflow prevention device.  Include backflow prevention detail. 

Drought tolerant landscaping materials must be listed on SNWA or City approved plant list

	
	
	
	

	

Part. 6
Other Information
	

	Fire Protection
	q
	Fire Sprinkler and Alarm Plan
Fire protection system plans and calculations are typically submitted after the main set of building plans are accepted for review.  For more information, please call (702) 293-9339.
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